
 

 

technische Daten Kameras (Foto) 

 
 
Angebot a: DJI Phantom 4 Pro 

KAMERA 

Sensor                        1 ``CMOS, 20 Megapixel (effektiv) 
ISO Range Foto         100 – 12800 (Photo) 
Shutter Speed           8 - 1/8000 sec 
EV Range                    -3 - +3, 1/3 
AEB                             Support 
Interval                      Support 
Time Lapsed             Support, 2/3/5/7/10/15/30/60 sec. 
Optics                        24mm,  F/1.7 – F/16 
Foto                           JPEG, DNG (Raw)                                          

 

 
Angebot b: DJI Mavic 2 Pro   

KAMERA 

Sensor                        1`` CMOS, 20 Megapixel (effektiv) 
ISO Range Foto         100 – 12800 (Photo) 
Shutter Speed           8 – 1/8000 sec 
Interval                       Support 
DNG                            Support 
Optics                         28mm F2.8 - 11 
Foto                            JPEG, DNG (Raw)                  
 
 
Angebot c: DJI Inspire 2  X5s Zenmuse 
 

KAMERA 
 
Sensor                        4/3 CMOS 20 Megapixel (effektiv) 
ISO Range Foto         100 – 25600 (Photo) 
Shutter Speed           8 - 1/8000 sec 
Interval                       Support 
Optics                          15mm F1.7 und 14-42mm F3.5                          
Foto                             JPEG, DNG (Raw)                             

 


